








1000SERIES

PROVIDING AN EXCITING SONIC PUNCH AND
SWEET MUSICAL NUANCES, THE DRIVER ARE
DESIGNED TO MEET BOTH END OF THE SPECTRUM.

High volume special effects like explosions and loud orchestral
passages that help make movie soundtracks exciting often pose
enormous challenges for a driver’s power handling, heat resistance
and efficiency. On the other hand, low volume and delicate
subtleties are demanding in accuracy and musicality.
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The 13mm tweeter featured in the 1000 series is built with an
extremely lightweight yet stiff Mylar® cone. Its excellent shape
retention and durability ensure a smooth frequency response,
defining natural uncolored details in a perfect treble range of up to
40kHz. The pecise directional highs project a live-like stereo
image, ensuring every minute subtlety and nuance is delivered
neturally, just the way they were meant to be heard.
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Looking into the 6.5 inch mid/low frequency driver of the 1000
Series, the powerful Motor System™ comes equipped with an
extra-thick 90mm magnet and an 1" diameter voice coil, allowing
for an increased linear excursion and an excellent ability in handling
high currents resulting from dynamic peaks. The long
fiber-reinforced paper cone, together with the black glass fiber
voice coil former and high resilient Conex spider, which are all
lightweight yet super durable, ensure every piston is lightning-fast
and accurate in repetitive long-throws. In addition, the
sophisticated voice-coil ventilation and generously ventilated
die-cast chassis effectively reduces mechanical losses caused by
compression effects and air turbulences, resulting in superior
dynamic performance and details. Challenges to the driver’'s power
handling, heat resistance and efficiency are overcome with ease.

Mylar® is a registered trademark of E.| DuPont de Nemours and Company



EASY INSTALLATION
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MAXIMUM REQUIRED DIMENSION*

MODEL 1000-K3 1000-K5
WIDTH 334mm 317mm
HEIGHTS 334mm 483mm
DEPTH 109mm 109mm

*Dimensions listed indicate maximaum requirement for each individual unit only.



DESIGN

DRIVE UNIT

FREQUENCY
RESPONSE + 3 DB

SENSITIVITY

NOMINAL IMPEDANCE

RECOMMENDED
AMPLIFIER POWER

POWER HANDLING
(CONTINUOUS)

DIMENSIONS
HXDXW)

FINISH

NET WEIGHT

DESIGN

o o o o ) o
000 - K3 1000 - Kb
Two-way enclosure Two-way enclosure
2 x 13 mm Mylar tweeter, 1 x 6.5 in. 4 x 13 mm Mylar tweeter, 1 x 6.5 in
paper cone mid/woofer paper cone mid/woofer
100Hz-35kHz 100Hz-35kHz
92dB 91dB
40 40
80w 80W
110w 120w
334x 109 x 334 mm 483 x 109x 317mm
Satin black Satin black
5.6 kg 6.8 kg

DRIVE UNITT

FREQUENCY
RESPONSE + 3 DB

SENSITIVITY

NOMINAL IMPEDANCE

RECOMMENDED
AMPLIFIER POWER

MAXIMUM INPUT
POWER

DIMENSIONS
HXDXW)

FINISH

NET WEIGHT

1000 K7

Two-way enclosure

4 x 13mm Mylar tweeter, 1 x 6.5 in.
paper cone mid/woofer

100Hz-35kHz

91dB

40

80W

120W

284 x 92 x 343 mm

Satin black

4kg



